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1998 CALIFORNIA MECHANICAL CODE
CCR, TITLE 24, PART 4

ERRATA

CHAPTER 4 — VENTILATION AIR SUPPLY
SECTION 407 — FILTERS [FOR OSHPD 1, 2, 3, & 4]

407.2 Filters for Hospitals.
407.2.1 All air-ventilation systems shall comply with code requirements of this section ad
and shall have filter bank efficiencies as listed in Table 4-B.

SECTION 413 — NEGATIVE-PRESSURE ISOLATION ROOMS [FOR OSHPD 1, 2, 3, &
4]

413.1 Exhaust systems.

413.1. 2 Exhaust shall discharge above roof level and through an accessible HEPA filter.
The HEPA filer shall be located upstream of the exhaust fan and have a minimum
efficiency of 99.97 percent based on the DOP method in accordance with Mil-Std. 282.
Filter gage shall be installed across the filter. For maintenance of air balance relationship,
see Section 406.3.2. The 25-foot (7620 mm) dimension required by Sections 413.1 and
4132 may be reduced when a 99.97 percent HEPA filter is used and the reduced
dimension is specifically approved by the enforcing agency

505.10.6 fFerBSA/LSS] [OSHPD 1] The anchorage and supporting structural elements for
ventilation and product conveying systems, when installed in hospital buildings, shall be
designed to withstand the lateral forces as required by California Building Code, Title 24,
Part 2.
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HISTORY NOTE APPENDIX
CALIFORNIA MECHANICAL CODE
(Title 24, Part 4, California Code of Regulations)

For prior history, see the History Note Appendix to the California Mechanical Code, 1995
Triennial Edition dated July 1, 1995.

1. BSC 1997 Triennial Code Adoption cycles. Approved by the California Building
Standards Commission on May 6, 1998. Publication date November 1998, effective July
1, 1999.

2. BSC 1997 Annual code adoption by reference of the 1997 Uniform Mechanical Code
(UMC) with necessary California amendments; repeal of the 1994 edition of the UMC.
Approved by the California Building Standards Commission on July 21, 1998. Publication
date November 1998, effective July 1, 1999.

3. OSHPD 16/97—Seismic Retrofit Regulations for Hospitals—Phase Il SB 1953. Section
406.1.1, Exception 2; Section approved by the California Building Standards Commission
on March 18, 1998, and filed with the secretary of state’s office on March 25, 1998.
These regulations were effective upon filing with he secretary of state’s office.

4. Erratum to correct an error in_a printing as follows: Chapter 4 — in_Section 407.2.1
correct spelling _error -- change the word “ad” to “and” & in Section 413.1.2 delete
reference to Section 413.2; Chapter 5 — in Section 505.10.6 correct adopting state agency
to_identify OSHPD 1 & remove DOSH adopted Sections 505.10.6.1 through 505.10.6.4
from the 1998 CMC for consistency in the publication format.
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